OPT Series

o @
. T
— —
W W

Features
P ° P Transmission distance 0.05~80m 0.1~150m
tl Optical Data Transmission e ®
:. Receiving angle +15° :.
m Optical datatransmission useinfrared lasers asinformation carriersand do not require optical fibers or networks.Wireless T el e e 225 e cs e b et i <5 m
(7, communication that directly transmitsinformation over the air through wired media such as wires.Realize ultra-high-speed, wn
. . . . . ) S ) N Communication bandwidth 100M
high-security, high-reliability, and low-latency wireless optical communications, optical communication As the next
generation of new information technology, information technology is more suitable for logistics, warehousing,Application Interfaces
O requirementsinvarious scenarios such aswarehouses, loading and lifting equipment, military industry, aerospace, etc. Communication interface Ethernet O
Communication protocol Unlimited
ge) N\ Long transmission distance : : O
: Mechanics/electronics =
a. Cross detection transmission distance 0.1~150 meters. Operating Voltage DC 10~30V a.
. Transmission light source Laser
Q 2 Ultra-high-speed data transfer Q
| |
Wavelength 650nm
It supports up to 100Mbit/s bandwidth transmission, full-duplex communication,
U signal strength display, and automatic adjustment of transmission power. Emission light 80nm ¢ ¢ U
Q) frequency 850nm . . Q)
m‘l (@ Easy installation and commissioning Laser class 38 (IEC 60825-1:2014) m"
Integrating laser-assisted calibration, level gauge calibration, and back fixing plate Connector 2*M12(M12-4Pin. M12-12Pin)
I adjustmentto achieve precise docking and minimize installation and calibration time. Protection level IP65 —l

Ambient data
Ambient light < 80000Lux

.

Integrated remote maintenance control

Support monitoring the status and signal strength of both connected devices, Working environment Indoor -10~50°C <80% RH(No condensation, No frost)

optical pathinterruption frequency, optical path data verification, equipment
*1.Different optical frequencies must be selected for interconnection between communication devices.

high and low temperature warning, etc.
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Wirg[Bending Reserved Installation !

140mm
130mm

STATUS-LED

101.4mm (MAX)




